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FIG. 2A 



Sender places document in 
scanner. 



.300 



Sender enters one or multiple 
destination identifiers into the fax 
device, such as fax telephone 
numbers or email addresses. 



^302 



— 

Sender enters info ' 

identifying the 
sending fax device. I 



FIG. 3 



Sender enters a i 
j reply email address. ^ 

I Sender enters an I 
I encryption 
I password. 



^306 



Sender initiates 
scanning of 
document. 



^310 



Fax device reads the 
destination identifier and 
other info entered or 
indicated by sender 



312 



Fax device packages the user- 
specified info and standard fax 

formatting info with the 
message data derived from the 
scanned document. 



( ) 



Fax device initiates handshake 
with server and establishes 

communications. 



Fax device initiates fax 
file transfer. 
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-402 



Server receives fax 
transmission and 
disconnects. 
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Server strips the user- 
specified info and 
standard fax formatting 
data from the message 
data. 
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Sender finds the sending 
fax's ID in the stripped 
user-specified info. 
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Server compares the fax's 
ID to the list of authorized 
users. 
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FIG. 4 



,412 

Is the sending fa> 
device authorized to use 

the server? No I 

Yes 



Server finds email address(es) in 

the user-specified info or an 
indicator pointing to a repository 

in the server where email 
address(es) reside. 



Server discards 
received data. 



■418 



Server applies standard email 
header to the message data and 
sends it to the intended recipient 
as a MIME encoded attachment to 
the header. 
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416 



Server retrieves the 
sender's reply email 
address from the stripped 
user-specified info. 



Server includes the 
sender's reply email 
address in the "from" field 
of the standard email 
header attached to the 
message data. 



500 



'502 



Include 
>eply email address^ 
the message data^ 
as well? 
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Yes 



Insert the sender's reply 
email address into the 
message data. 
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End 
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FIG. 6 



Search for email address(es) in the 
stripped user-specified info or an 
indicator pointing to a repository of 
email addresses in the server. 
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602 



Server applies standard email 
header to the message data. 



— 604 



Server sends message data to the 

intended recipient as a MIME 
encoded attachment to the email 
header. 



.606 



Search for the fax device telephone 

numbers in the stripped user- 
specified info or an indicator pointing 
to a respository of fax device 
telephone numbers In the server. 



--608 



Fax device 
telephone numbers or 
idicator fouhd^- 

Yes 

berver applies a standard 
fax header (or BFT tags if 
appropriate) to the 
message data. 
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—612 



Server transmits the message 
data with header/tags to the 
receiving fax device telephone 
numbers. 



-614 



Server stores ^mail 
addresses of all 
previous email 
transmissions. 



700 



Server compares the email 
address(es) contained in either the 
user-specified info, or in an email 
repository of the server specified in 

the user-specified info, of an 
Incoming fax transmission to a list of 
previous email addresses stored in 
the server. 



No 



Is this 
^e first time the server^ 
has sent email to a 
recipient? 



Yes 



704 



Server sends the 
appropriate viewer 
to the recipient. 



— 706 




FIG. 7A 



708 

Server sends a message telling the 
recipient that if they cannot read the 
email with the attached viewer, to 
provide info about the system they are 
are using back to the server. 




Server finds the indicator in the 
user-specified info that indicates 
whether the message data is 
encrypted. 



712 




Server sends 
message data back 
to the recipient in a 
format compatible 
with the recipient's 
system. 



Server sends 
message to recipient 

telling them to 
contact the sender. 



End ^ 



FIG. 7B 



